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DEKLARACJA ZGODNOSCI WE

Spé6tka DuPont de Nemours (Luksemburg) S.a r.l. oéwiadcza, ze SOI

Tyvek® 400 Dual model CHF5

sg zgodne ze stosownymi przepisami unijnego prawodawstwa harmonizacyjnego okreslonego w
Rozporzgdzeniu UE 2016/425.

sg zgodne z wymaganiami ustanowionymi dla SOI kategorii II1.
spetniajg minimalne wymagania okreslone przez zharmonizowane normy dla produktu:

EN 1073-2:2002 (niewentylowana odziez chronigca przed skazeniem czastkami
promieniotworczymi), klasyfikacja skutecznosci TIL Klasa 1.

EN ISO 13982-1:2004 + (Odziez chronigca przed substancjami chemicznymi, zapewniajgca
A1:2010 ochrone catego ciata przed obecnymi w powietrzu czgstkami
EN 13034:2005 + A1:2009 (Typ 6: Ograniczona trwato$¢, odziez chroniaca przed

substancjami chemicznymi, zapewniajgca ograniczong ochrone
catego ciata przed ptynnymi substancjami chemicznymi).

EN 1149-5:2008 (Odziez ochronna - Wtasciwosci elektrostatyczne) odziez ochronna
roztadowujgca elektrycznos¢ statyczng . rezystancjg

powierzchniowg w wysokosci < 25 x 10° Q na zewnetrznej i
wewnetrznej stronie ubrania.

sg identyczne jak SOl bedace obiektem certyfikatu badania typu WE (modut B) nr

GB18/961084
opracowanie: SGS Fimko Oy, jednostka notyfikowana 0598, P.O. Box 30 (Sarkiniementie 3), 00211
HELSINKI, Finlandia.

Podlega procedurze oceny zgodnoSci w oparciu o zapewnienie jakosci procesu produkcji (Modut D)
pod nadzorem jednostki notyfikowanej SGS Fimko Oy, jednostka notyfikowana numer 0598.
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Certificate GB18/961084

DuPont de Nemours
(Luxembourg) S.ar.l.

rue Général Patton,
Cantemn,

2984,

Luxembourg.

[t is cerfified that the manufacturer’s technical file and the PPE product detailed on
page 2 have been assessed and found to be in accordance with

Regulation (EU) 2016/425

Module B, EU type-examination

This certificate is valid from 28 September 2018 until 28 September 2023
Issue 2, Certified since 8 March 2018
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0005

SGS United Kingdom Limited, Notified Body 0120

Unit 2028 Were Parkway, Weslton-super-Mare, BS22 WA UK
t+44 (0)1834 522917 f+44 {0)1934 522137 www.sgs.com

HC §GS 2016/425 B 0118
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Certificate GB18/961084, continued

DuPont de Nemours
(Luxembourg) S.ar.l.

Regulation (EU) 2016/425

Module B, EU type-examination

Issue 2
PPE Product

DuPont® Tyvek® 400 Dual model CHF5, white hooded coverall, with sewn
seams and elasticated at the cuffs, ankies, hood & waist (on back), which is
available in six nominal sizes

It is certified that the manufacturer's technical file and the above mentioned
PPE have been assessed and found o meet the applicable Essential Health
and Safety Requirements in Annex il of Regulation {EU) 2016/425 Personal

Protective Equipment

The following have been applied:

EN 1SO 13982-1:2004 + A1:2010 (Type 5: Limited life, full body protection
against airborne solid particulates);

EN 13034:2005 + A1:2009 (Type 6: Limited life, full body chemical
protective clothing offering limited protection against liquid chemicals);

EN 1149-5:2008 {Protective clothing - Etectrostatic properties) for
electrostatic dissipative protective clothing with a surface resistance of < 2.5
x 108 0 on both surfaces of the garment.

In addition with one exception the PPE satisfied the requirements of

EN 1073-2:2002 (Non-ventilated protective ctothing against particulate
radioactive contamination) with a performance classification of TIL Class 1.
The exception is that clause 4.2 specifies that the minimum puncture
resistance should be level 2, but the fabric used has a puncture resistance
classification of level 1

This certificate is issued on the strict condition that appropriate checks on
manufactured PPE, as detailed in Article 19 (c) of the Regulation are
implemented and maintained while the model is in production
Certification is based on technical file reference: Tyvek 400 Dual, modet
CHFS, June 2018

S8 Reference Number UK/CRS 237269.

This certificate remains the property of SGS United Kingdom Ltd to whom it
must be returned on request.
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